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PRODUCT SPECIFICATIONS

Electric Charger
SOL 100 KW

SFCV D 90 4G 1

• Maximum power: 90kW (5 internal modules of 20kW),2x45kW or 
1x90kW
• Input voltage: AC380V 
• Input frequency:  45-65Hz
• Output voltage /current: 

200-750V DC   0-120V
200-750V DC   0-225A Constant power   

• Installation method: Standing / vertical
• Network connection: Low-inside
• Hose charger: 2 hoses x 5 meters (2xCCS2)
• Dimensions: 720x557x1700mm
• Weight: 235 kg

• Current limit protection value: ≥110 %
• Stabilization precision: ≤0.5 %
• Continuous flow accuracy: ≤1 %
• Ripple factor: ≤0,5 %
• E�ciency: ≥94,5 %
• Power factor: ≥0,99
• THD: ≤5% 

• User interface: 7 inch LCD color display touch screen, Led indicator.

• Charging mode: Automatic charging/ Select charging power/ Select 
loading quantity/ Select charging time.

• Payment method: App payment/Scan payment code
• Communication interface: Ethernet - 4G - RFID 

• Standards/ Certifications: DIN70121 / ISO15118 
IEC61851-23.IEC61851-24 / CE/ OCPP1.6J
• Security functions: Charge gun temperature Sensor, overvoltage 
under-voltage protection, over load protection, short circuit protec-
tion, ground protection, over-temperature protection, low temperatu-
re protection, insulation control, against reverse polarity, lightning 
protection, against emergency stop and leakage protection.

• Working temperature: -25 to 50ºC
• Working humidity:  5% ~+50 ºC without condensation
• Working altitude: <3000m
• Protection level: IP54
• Noise control: ≤60 dB
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Electrical values   (+/- 10%). Non-contractual data, valid except for typographical errors or omissions.
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PRODUCT SPECIFICATIONS

Electric Charger
SOL 66 KW

SFCV D 60 4G 1

IP54

Electrical values   (+/- 10%). Non-contractual data, valid except for typographical errors or omissions.
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• Maximum power: 60 kW
• Input voltage: AC380V  
• Input frequency:  45-65Hz
• Output voltage /current: 

200-500V DC   0-120A
200-750V DC   0-80A
200-750V DC   0-150A Constant power

• Installation method: Standing/ Vertical
• Network connection: Low-inside
• Hose charger: 1 hose x 5 meters (1xCCS2)
• Dimensions: 720x557x1700mm
• Weight: 235 kg

• Current limit protection value: ≥110 %
• Stabilization precision: ≤0.5 %
• Continuous flow accuracy: ≤1 %
• Ripple factor: ≤0,5 %
• E�ciency: ≥94,5 %
• Power factor: ≥0,99
• THD: ≤5% 

• User interface: 7 inch LCD color display touch screen, Led indicators.

• Charging mode: Automatic charging/ Select charging power/ Select 
loading quantity/ Select charging time.

• Payment method: App payment/Scan payment code

• Communication interface:  Ethernet - 4G - RFID 

• Standards/ Certifications: DIN70121 / ISO15118 
IEC61851-23.IEC61851-24 / CE/ OCPP1.6J
• Security functions: Charge gun temperature Sensor, overvoltage 
under-voltage protection, overload protection, short circuit protec-
tion, ground protection, over-temperature protection, low temperatu-
re protection, insulation control, against reverse polarity, lightning 
protection, against emergency stop and leakage protection.

• Working temperature: -25 to 50ºC
• Working humidity:  5% ~+95 ºC without condensation
• Working altitude:<3000m
• Protection level: IP54
• Noise control: ≤60 dB
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PRODUCT SPECIFICATIONS

Electric Charger
SOL 44 KW

• Maximum power: 44kW (2x22 kW)
• Input voltage: AC380V 
• Input frequency: 45-55 Hz
• Output voltage: AC380V
• Output current: 32A (triphasic) + 32A (triphasic)
• Installation method: Standing/ Vertical
• Network connection: Low-inside
• Hose charger: 2 hoses x 5 meters (Tipo 2)
• Dimensions: 410x240x1400mm
• Weight: 37 kg

• Current limit protection value: ≥110 %

• User interface: 4.3 "color LCD touch screen/ Led Indicators
• Charging mode: Automatic charging/ Select charging power/ 
Select loading quantity/ Select charging time.
• Payment method: App payment/Scan payment code
• Conectivity: Ethernet - Wifi - 4G - RFID 

• Standards / Certifications: IEC/EN61851-1-2011 / CE/ OCPP1.6J
• Security functions: Charge gun temperature sensor, overvoltage 
under-voltage protection, overload protection, short circuit protec-
tion, ground protection, over-temperature protection, low tempera-
ture protection, insulation control, against reverse polarity, 
lightning protection, against emergency stop and leakage protec-
tion.

• Working temperature: -25 to 50ºC
• Working humidity:  5% ~+95 ºC ice without condensation
• Working altitude: <2000m
• Protection level: IP54
• Noise control: ≤40 dB

IP54
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Electrical values   (+/- 10%). Non-contractual data, valid except for typographical errors or omissions.
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Electric Charger
SOL 22 KW+P

v.1
Electrical values   (+/- 10%). Non-contractual data, valid except for typographical errors or omissions.

• Maximum power:  22KW
• Input voltage: AC380V 
• Input frequency:  50-60Hz
• Output voltage: AC380V 
• Output current: 32A Trifásico
• Installation method De pie/ Vertical
• Network connection: Low-inside
• Hose charger: 1 hose x 5 meters (Type 2)
• Dimensions: 1040x260x246mm
• Weight: <15 kg

• Protection classification: IP54
• Overvoltage protection: Yes
• Overload protection: Yes 
• Earth leakage protection: Yes
• Temperature protection: Yes 
• RCD (dispositivo de corriente residual): Type B
• Low voltage protection: Yes
• Short circuit protection: Yes
• Earthing protection: Yes
• Surge protection: Yes

• User interface: 4.3 "color LCD touch screen/ Led indicators
• Charging mode: Automatic charging/ Select charging power/ 
Select loading quantity/ Select charging time.

• Payment method: App payment/Scan payment code
• Conectivity: Ethernet - 4G- Wifi - RFID 

• Normativas/ Certificación: CE, OCPP1.6J / EN IEC 61851-1:2019 / 
EN IEC 61851-21-2:2021, EN IEC 61851-1:2019 / EN 62311:2020, EN 
50665:2017, EN 50364:2018 / ETSI EN 301 489-1 V2.2.3:2019, ETSI 
EN 301 489-3 V2.1.1:2019, ETSI EN 301 489-17 V3.2.4:2020 / ETSI 
EN 300328 V2.2.2:2019, EN 300 330 V2.1.1:2017
• Security functions: Charge gun temperature Sensor, overvoltage 
under-voltage protection, overload protection, short circuit 
protection, ground protection, over-temperature protection, low 
temperature protection, insulation control, against reverse 
polarity, lightning protection, against emergency stop and 
leakage protection.

• Working temperature: -30 to 55ºC
• Working humidity:  5% ~+50 ºC without condensation
• Working altitude: <2000m

PRODUCT SPECIFICATIONS
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Electric Charger
SOL 22 KW

v.1
Electrical values   (+/- 10%). Non-contractual data, valid except for typographical errors or omissions.

• Maximum power: 22KW
• Input voltage: AC380V 
• Input frequency:  50-60Hz
• Output voltage: AC380V 
• Output current: 32A Trifásico
• Installation method: On the wall
• Network connection: Low-inside
• Hose charger: 1 hosex 5 meters (Type 2)
• Dimensions: 410x260x164mm
• Weight: <10 kg

• Protection classification: IP54
• Overvoltage protection: Yes 
• Overload protection: Yes 
• Earth leakage protection: Yes 
• Temperature protection: Yes 
• RCD (dispositivo de corriente residual): Type B
• Low voltage protection: Yes
• Short circuit protection: Yes
• Earthing protection: Yes
• Surge protection: Yes

• User interface: 4.3 "color LCD touch screen/ Led indicators
• Charging mode: Automatic charging/ Select charging power/ 
Select loading quantity/ Select charging time.

• Payment method: App payment/Scan payment code
• Conectivity: Ethernet - 4G- Wifi - RFID 

• Standards/ Certifications: CE, OCPP1.6J / EN IEC 61851-1:2019 / 
EN IEC 61851-21-2:2021, EN IEC 61851-1:2019 / EN 62311:2020, EN 
50665:2017, EN 50364:2018 / ETSI EN 301 489-1 V2.2.3:2019, ETSI 
EN 301 489-3 V2.1.1:2019, ETSI EN 301 489-17 V3.2.4:2020 / ETSI 
EN 300328 V2.2.2:2019, EN 300 330 V2.1.1:2017
• Security functions: Charge gun temperature Sensor, overvoltage 
under-voltage protection, overload protection, short circuit 
protection, ground protection, over-temperature protection, low 
temperature protection, insulation control, against reverse 
polarity, lightning protection, against emergency stop and 
leakage protection.

• Working temperature: -30 to 55ºC
• Working humidity:  5% ~+50 ºC without condensation
• Working altitude: <2000m

PRODUCT SPECIFICATIONS
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Electric Charger
SOL 7 KW

• Maximum power: 7KW
• Input voltage: AC230V
• Input frequency: 50/60Hz
• Output voltage: AC230V
• Output current: 32A Monophase
• Installation method: On the wall
• Network connection: Low-inside
• Hose charger: 1 hose x 5 meters (Type 2)
• Dimensions: 410x260x164mm
• Weight: <10 kg

• Protection classification: IP54
• Overvoltage protection: Yes 
• Overload protection: Yes 
• Earth leakage protection: Yes 
• Temperature protection: Yes 
• RCD (dispositivo de corriente residual): Type B
• Low voltage protection: Yes
• Short circuit protection: Yes
• Earthing protection: Yes
• Surge protection: Yes

• User interface: 4.3 "color LCD touch screen/ Led indicators
• Charging mode: Automatic charging/ Select charging power/ 
Select loading quantity/ Select charging time.
• Payment method: App payment/Scan payment code
• Conectivity: Ethernet - 4G- Wifi - RFID 

• Standards/ Certifications:  CE, OCPP1.6J / EN IEC 61851-1:2019 / 
EN IEC 61851-21-2:2021, EN IEC 61851-1:2019 / EN 62311:2020, EN 
50665:2017, EN 50364:2018 / ETSI EN 301 489-1 V2.2.3:2019, ETSI 
EN 301 489-3 V2.1.1:2019, ETSI EN 301 489-17 V3.2.4:2020 / ETSI 
EN 300328 V2.2.2:2019, EN 300 330 V2.1.1:2017
• Security functions: Charge gun temperature Sensor, overvoltage 
under-voltage protection, overload protection, short circuit 
protection, ground protection, over-temperature protection, low 
temperature protection, insulation control, against reverse polari-
ty, lightning protection, against emergency stop and leakage 
protection.

• Working temperature: -30 to 55ºC
• Working humidity:  5% ~+50 ºC without condensation
• Working altitude: <2000m

v.1
Electrical values   (+/- 10%). Non-contractual data, valid except for typographical errors or omissions.
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Electric Charger
SOL 3,5 KW

v.1
Electrical values   (+/- 10%). Non-contractual data, valid except for typographical errors or omissions.

PRODUCT SPECIFICATIONS
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• Maximum power: 3,5kW
• Operation voltage: AC 230V
• Nominal intensity: 16 A

• Input cable: 500 mm
• Output cable: 4500 mm
• Dimensions: 200x93x60mm
• Weight: 2 kg
• Case material: Thermoplastic flame retardant grade UL94 V-0
 

• Protection classification: IP54
• Overvoltage protection
• Overload protection
• Earth leakage protection
• Temperature protection
• Lightning protection
• Short circuit protection
• Grounding protection
• Surge protection (2KV)
• Charging gun temperature detection
• Protection against emergency stop and leaks
• Overheating protection
• Insulation control
• Reverse polarity protection

 
• Charging mode: Automatic charging

• Standards/ Certifications: IEC 62196 - 1 - 2016 /
 IEC 62196 - 2 - 2016

• Working temperature: -30 to 50ºC
• Working humidity:  5% ~+50 ºC without condensation


